
 
 

 
 
 

 
 

 
 
 

产品特点 Features

 / Type
QGSC: / round cylinder type
QGSU:  / Mickey cylinder type

 / motion pattem
Blank  / standard double acting

D–  / Double-shaft double acting
J– 行程  / double-shaft and adjustable stroke type

 / cylinder bore

行程 / Stroke

行程 / adjustable stroke

 / Magnet code
      k  / With magnet

 / Blank: not attach magnet

 /  Type: 
blank  / basic type

LB–  / front and back fixed type
FA– ( / front cover fixed type (front flange type)

 FB– ( / back cover fixed type(rear flange type)
 CA– ( / back cover fixed type (single earring)
 CB– / back cover fixed type (double earring)
 TC– / swinging type
 TC-M :  / swinging type attaching foot seat

QGSC(U） D - 50 x 50 - 25 - k - LB

QGSC(SC)/QGSU(SU)
系列标准气缸Series Standard Cylinder

QGSC(U)

SC  SU

QGSC(U) series cylinders conform with  standards  installation 
dimensions. They feature reliable performance, high durability and 
interchangeability.  All install dimension are same as SC/SU series.

QGSC(U) QGSC(U)D QGSC(U)J

QGSC(U)-S QGSC(U)D-S QGSC(U)J-S

图形符号 symbols

Mounting

/ Cylinder bore 40 50 63 80 100

 / 

32

G1/8 G1/4 G3/8 G1/2

 /  type  / 

 / Acting type

Mounting type

 / Double Acting

 / Working medium

*  / LB FA FB CA CB TC

 

TC-M
 Basic type, LB type, FA type, FB type, CA type, CB type, TC type, TC-M type

 / Operating Range (Kgf/cm2) 1~9.0

 / Ensured pressure resistance (Kgf/cm2) 13.5

 /  Operation Temperature Range  ( )

技术参数 Specification

使用温度范围

过滤的压缩空气 /Filtered compressed air

Threads
Coushion

pressuer

Coushion

>>116

~-20 70

1

1 接管牙型有NPT.G牙可供选择 /Threads:NPT.G are availiable

Order Code

125 160 200

企业

Business

Y(A/B)

活塞杆端连接形式（与SI相同）
Y(A/B):杆端Y(A/B)型连接件
I:杆端I型连接件

/Rod end connection(the same as SI)
/rod end Y(A/B) connector

/Rod end type I connector


