
QGS 系列标准气缸
Series Standard Cylinder

图形符号 symbols

产品特点 Features

QGS
ISO

QGS series cylinders conform with ISO standards in structural 
dimensions installation mode and dimensions. They feature reliable 
performance, high durability and interchangeability.

QGS x -

 / Standard cylinder basic type

G  / twin rods
H  / twin bore
S  / link up
F 阀 /  valve on head

 Blank: /no swith
K  / magnet ring

/Switch qty

 / Bore

行程 / Stroke

缓冲  / cushion style
 B 缓冲/B- cushion two side
 N 缓冲/N- no cushion

/Install option: blank, normal type
 MF1  / MF1- 
 MF2  / MF2- 
 MS1  / MS1- foot mounting
 MP2  / MP2- clevis foot mounting
 MP4  / MP4- swivel foot mounting
 MT4  / MT4- middle mounting adjustable

/Dustproof device
  / Blank: no
 FC  / FC: with dust proof device

技术参数 Specification

 /  bore
ø32~100 ø125~320

 / Item

 / Working medium  / Dry and clean compressed  air

 / Working pressure range (MPa) 0.15~1 0.1~1

 / (MPa) 1.5 

 / Working temp. ( )

 / Piston speed (mm/s) 50~500 

Max pressure

>>98

~-20 70

front flange mounting
rear flange mounting

Order Code


