
QR8系列手动转阀
Series manual  valve

图形符号  symbols

Q     R 8 –

 Air medium

 Qty of working position

 Ways

 Manual control

8:  8: valve with handle

接管口径 
06: G1/8
08: G1/4

工作形式 
F：三位中封式
X：三位中泄式

A B

P 0

A B

P 0

A B

P 0

Pipe Size

Operation modes
F：3 way Middle Closed
X:  3 way Middle Exhaust 

10: G3/8
15: G1/2

技术参数 Specification

 Size

Pressure range

 of port G

Q34R8-06 Q34R8-08 Q34R8-10 Q34R8-15 Q34R8-20

1/8 G1/4 G3/8 G1/2 G3/4

 Working medium  Cleaned compressed air

(MPa) 1.0

(MPa)  1.5

 Working  ( ) -5~50

 Max angle of turning( )  90

S  Effective sectional area S value(mm2) 15 17 50 55 55

压力范围

规格

使用温度

Specification

0~

中压式 Middle working 中泄式 Middle exhaust 中封式 Middle closed

产品特点 Features

•  
•  
•  ( ) ( )

•  Flexible installation, either fitted directly in the line or on the control panel.
•  Few consumables, long durability and long working life.
• (connection threads on the side) and  (connection theads 

in the bottom) 
Line Mounting buse mounting

are available asper client’s request

Max. pressure
temperature
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