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产品特点 Features

技术参数 Specification

802

802 solenoid directional valves are widely used for pneumatic auto 
control system in small instullation space with good working conditions. 
When receiving electrical signals they function to quick.

Type

Dia
(mm)

pipe size Solenoid
Working pressure

(MPa)

Kv  
Kv valve
(M3/h)

S
Effective sectional area S 

value
(mm2)

Single coil 
normal closed

Single coil 
normal open

Double coil

8020750 8022750 8021750 6 G1/4  0200 0201
0.20 1.00

≥1.2 10

8020850 8022850 8021950 12 G1/2  0270 0271 ≤3.0 45

Type Ma Øa A B C D E F G H J K L M N P Q R

8020750 8022750 G1/4 3-Ø5.5

68 5

18.5

36

41 55 59 11 24 24.5 7.5 23 34.5 123 5 30

8020850 8022850 G1/2 2-Ø7 23.5 46 85 87 29 33 77.5 31.5 50 - 151 - 35

8021750 G1/4 3-Ø5.5 18.5 41 55 74
25

24 38.5 21.5 37 48.5 202 5 30

8021950 G1/2 2-Ø7 23.5 46 65 83 33 73.5 27.5 44 - 211 - 35
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外形尺寸 Outlook & Dimension

>>057

802 系列二位三通电磁阀
series 3/2-way solenoid valves


